Setup

Batteries, Handling and Maintenance

Only use alkaline LRO3/AAA batteries.
Always insert 3 new batteries of the same
type. Never use rechargeable batteries
and always replace all the batteries at the
same time. When storing or not using the
transceiver for an extended period of time
(in the summer), remove the batteries and
leave the battery compartment open.

Handle your Barryvox with care. Do not
drop it on the ground and avoid mechani-
cal shocks.

Avoid having other electronic devices (e.g.
mobile phones, radios, headlamps), metal
objects (pocket knives, magnetic buttons), or
other transceivers close to your running ava-
lanche transceiver.

To ensure the proper performance of the
transceiver, it is highly recommended that
you send your device to an official Barryvox
service center once every three years for a
functional test.

Setup, Choice of Profile and Calibration

When turning the device on for the first time
and switching to SEND, the user language
and profile must be selected. Afterwards, the
user will be prompted to calibrate the device.

All settings may be modified later at any time.

Press the <-key to change the current se-
lection and confirm by pressing the O-key.

The profiles allow to adapt your PULSE Bar-
ryvox® quickly and easily to your user profile.
If one of the statements below applies to
you, then the Basic Profile is the best
choice for you:

- I am novice or | did not much familiarize
myself with this topic up to now. | start
with the basic search mode which uses
only one-button and does not have any
additional functions. After some exercise,
| may switch to the more sophisticated
«Advanced Profile».

- | use this device only for my rudimentary
trained participants/guests

If none of the above statements apply to
you, use the more sophisticated Advanced
Profile. In this case, please consult the
comprehensive user’s manual on the en-
closed CD or on www.barryvox.com. The
functions and search modes of the Ad-
vanced Profile are only described in the
user’s manual.

Calibration: Hold the device horizontally
and press any key to start the calibration
procedure. Rotate the horizontally held
transceiver slowly and with constant speed
clockwise until the message «Device cali-
brated!» appears.

Now enter your address: By pressing the
>-key briefly, the cursor on the bottom line
moves to the right. By pressing the <-key
longer, the cursor moves to the left. Pressing
the O-key confirms your selection.

Beware of the meaning of the following icons:

New line

Move cursor to the left
Move cursor to the right
Backspace

Sace and exit

Carrying Positions

Carrying System and Carrying Positions

Regardless of the carrying position, the dis-
play should always face your body!

Carrying System (Recommended Carrying Position)
The carrying system has to be put on your in-
nermost layer of clothing prior to beginning
the trip (see illustration on the base plate of
the carrying system) and has to be worn on
your body for the duration of the trip. The
transceiver shall always remain covered
by one layer of clothing. The device itself is
inserted into the carrying system according
to the illustration. It should always remain
anchored to the base plate of the carrying
system using the red hook on the wrist loop.

Carrying the Transceiver in a Pocket
(without vital data detection)

If you carry the Barryvox in a pant pocket, the
zipper must remain closed for the duration of
the trip. If possible, attach the wrist loop to
your pants or secure it around your belt.

Prevention and Companion Rescue

A PULSE Barryvox® does not protect you against avalanches!

As a winter outdoor enthusiast, you must consider all possible avalanche prevention meas-
ures and plan your trips carefully. Companion rescue — the worst case — must be practiced
frequently.

Personal rescue equipment:
® Beacon

e Shovel

® Probe

Stick the emergency plan on the back of the battery compartment lid.

Supplementary information on avalanche rescue, avalanche theory and further vital topics
are published in the comprehensive user’s manual on the enclosed CD or on
. We urge you to read this important information.

Technical Data Digital-analog device with 3 antennas / Transmit freqency: 457 kHz / Maxi-
mum range: > 60 m / Search strip width: 50 m / W-Link / Alkaline batteries: 3 x AAA 1,5 Volt /
Battery life: min. 200 h / Dimensions: 113 x 75 x 27 mm / Weight: 210 g (incl. batteries) / War-
ranty: 5 years, worldwide service network. Technical data and specifications are subject to
change without notice in future transceivers.
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Rescue

Touring

Main Switch OFF / SEND / SEARCH

While starting, the device conducts a self-
test. If the self-test is completed success-
fully, the display will show «OK>». If the
self-test fails, an error
- message is displayed
90%
for 20 seconds along
Self test OK | with an acoustic warn-
ing. The remaining bat-
tery power is also
displayed as a percentage. If the battery
power falls below 20% or the battery icon is
displayed, the batteries must be replaced as
soon as possible!

Group check

Always make sure that the switch locks into
position mechanically to avoid an undesired
change of mode.
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SEARCH -> SEND SEND -> OFF

Group Check

Before a party takes off, the transceivers of
all party members must be checked.

The members of the party activate the
«group check» on their transceivers by
switching the device from OFF to SEND and
pressing either of the keys within the first 5
seconds. After a few seconds, the device
will automatically activate the group check.
The leader switches his or her transceiver to
the SEND mode and ensures that all party
members can receive.

The test is successful if you can clearly
hear beep sounds from each participant's
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transceiver within the range indicated on
the display. The members of the party
must be spread out appropriately to avoid
mutual interference. The indicated test
distance must not be shortened, as oth-
erwise, the group check becomes very un-
reliable. Subsequently, the party members
switch their transceivers to SEND, and the
leader activates the group check. The
SEND mode of all transceivers is checked,
and ultimately the leader switches his or
her transceiver to SEND.

If no tone is heard within the indicated
range, the device may not be used.

How to solve the problem:

1. Check if the device is switched to
SEND.

2. Replace the batteries.

3. Have the device checked by the manu-
facturer.

SEND Mode

The SEND mode is the normal operating
mode outdoors or in all other situations in
which there is a risk of avalanches. In case
of a burial (or whenever the transceiver
stops moving), the device records the burial
duration and detects vital data. These are
displayed on the buried device and trans-
mitted via W-Link to all other transceivers
capable of receiving vital data.

Signal Search 2

e Emergency plan, search strategies and search
strip widths: see back side of the device.

e Search avalanche surface systematically.

 During the acoustic signal search, the res-
cuer has the visual focus on the surface of
the debris in order to be able to see body
parts or objects protruding the snow surface.

Optimization of
Range

To optimize the
range, rotate the
transceiver slowly
around all axes. Hold
the device with the
loudspeaker facing your ear sidewise of your
head.

Coarse Search

e Use the device in a calm and concentrated
manner. Avoid jerky movements.

¢ Hold the beacon horizontally in front of you.

e Watch the distance and direction informa-
tion on the display.

* Move in the direction indicated by the arrow.

o |f the distance increases, then you are
moving away from the victim. Continue the
search in the opposite direction.

 The closer you approach the victim, the
slower and more concentrated your move-
ments should be.

Multiple burials
Continue the search for further buried subjects
by marking the ones previously found.

Fine Search

During fine search hold the transceiver directly
above the snow surface! Determine the point with
the smallest distance reading by bracketing and use
the shovel to mark this spot as a visual reference for
the probing spiral. Never rotate the device while
bracketing!

Pinpointing

Exact pinpointing with the avalanche probe. If the
buried subject is hit with the probe pole, the

pole is left in the snow.

Don’t use the function
v~mark until the loca-
tion of the buried sub-
ject has been
confirmed by a probe
hit! Press any key to
mark.

Do not place the Barryvox on the snow surface
again for this purpose!

Excavating the Buried Subject

As well digging must be practiced as it repre-
sents the by far most important time
factor. Cut out blocks of snow with the
shovel.

The V-Shaped Snow Conveyor Belt:

® Position diggers in a «V» formation

e Length of «V»:
- Flat terrain: 2x burial depth
- Steep terrain: 1x burial depth

e Amount of rescuers: 1 per 80 cm length of
«\/»

e Diggers rotate frequently (approx. every 4
min) clockwise on command of the rescue
at the tip of the «V».

In multiple burial situations, the transceiver
of a rescued subject should be turned off as
soon as possible.



